
 

 

Specifications for Aeqon 400V3 - Dual 

Specification Aeqon 400V3 

Maximum Printable Area 350mm*300mm*300mm 

Filament Diameter 1.75mm 

Extruder Diameter 0.6mm 

Extruder Temperature Upto305°C 

Number Of Extruders 2 

Model Of Extruders Direct Drive All metal extruder 

Recommended Materials Engineering grade thermoplastic –ABS, ABS+, 

ASA, PLA CF, PETG, HIPS, PC, PC-ABS, Flexible 

filament, PLA, PLA Tough 

Material Support Same as print material 

Print Accuracy 80 - 150 microns or 0.2% of overall geometry 

whichever is greater. 

Maximum Print Speed 200mm/sec 

Maximum Travel Speed 300mm/sec 

Layer Precision 0.1-0.30 mm 

Display 7 inch Touch Screen 

Heated Bed Yes 

Bed Temperature 90 °C max 

LCD Support Yes 

Connectivity Wi-Fi(AP-Mode), Ethernet 

Print Monitoring System In Built Camera with Wi-Fi connectivity. 

Enclosure Type Complete enclosed chassis, Even Spool is 

covered. 

Software Supported Repetier , Cura, Custom Software for DBZ 

&Kislicer 

Total Machine Weight 115 Kg 

Power Requirement 220VAC, 1000 Watt PSU 

Run Time Change Setting Option Yes 

Warranty 1 Year 

Filaments sensor YES.(filament flow notification) 

Pause Print Option Yes (pause and resume even after extruder 

movement). 

XY Precision HIWIN High Precision Linear Guide Rails with 16 

micron positional accuracy. 

Z Precision Precision Z axis mechanism with Ball Screw and 

stable XY gantry. 

Noise level Less than 60db 



 

 

Features of Aeqon 400V3 

 

Professional 3D printing out-of-the-box 

Divide By Zero has carefully pre-assembled, calibrated and tested the Aeqon 400V3 to deliver professional-

grade and out-of- the-box 3D printing. The machine is designed for reliability in the production process, with 

a strict focus on precision and durability. With the Aeqon 400V3, bid farewell to the complex 3D printer 

assembly process and welcome world-class 3D printing in an instant. 

 

Unique build volume 

The Aeqon 400V3 is India’s first extended Z-axis single extruder 3D printer with a tall body design for easy 

3D printing of objects up to 400mm in one side. This unique build volume empowers the users to easily print 

objects whose design requires additional vertical headroom, making it versatile for a plethora of prototyping 

applications. 

 

Unmatched precision and reliability 

Divide By Zero’s Aeqon 400V3 comes with specially design high precision ball screws gantry along with print 

speed up to 200mm/sec. It easily delivers an overall print accuracy of ±80-150 microns and has delivered 

±50 microns accuracy in ideal test environments. 

 

Hassle-free auto-bed leveling 

It features a hassle-free automatic print bed leveling functionality that empowers consistent repeatability 

and reprints. 

 

High endurance and robust enclosed body 

The Aeqon 400V3 is housed in a high endurance and robust sheet metal body that stabilizes internal 

chamber temperature for controlled heat distribution leading to seamless adhesion and uniform print 

consistency. 

 

Multi-material compatibility 

The Aeqon 400V3 is easily compatible with a wide range of popular 3D printing materials material such as 

ABS, ABS+, ASA, PLA CF, PETG,HIPS, PC, PC-ABS, Flexible filament, PLA, PLA Tough 

 

Value for money with high ROI 

Despite being an industrial-grade 3D printer, the Aeqon 400V3 is affordable and operates at a low running 

cost of Rs. 4/gm, thereby offering tremendous value for money and return on investments. 

 



 

 

Multiple connectivity options 

This compact yet powerful 3D printer can be connected via USB, Ethernet and Wi-Fi. This allows the users to 

get secure access to the machine’s control software, along with multi-user support. 

 

Remote print monitoring system 

The Aeqon 400V3 features a built-in camera with internet connectivity (via Ethernet or Wi-Fi) to empower 

the users to monitor print queues easily from a remote location, giving them full visibility of the entire print 

process. 

 
 

Zero clogging filament tracker 

Divide By Zero has incorporated a fast response filament sensor that continuously monitors and 

actively repairs extruder clogging, thereby ensuring zero failed prints and a high level of reliability in 

fast-paced prototyping and production environments. 

 
 

Support and warranty 

Divide By Zero ensures that all its products are manufactured and tested under the highest international 

quality standards to deliver world-class industrial-grade 3D printing solutions to our customers. Our 

products come with a 1year warranty and 3 days intensive product training along with unmatched after-

sales support and technical assistance. 


	07125a39728546b980b8a7f44ecdf370a948b0629dc965006473ed26071476b9.pdf
	07125a39728546b980b8a7f44ecdf370a948b0629dc965006473ed26071476b9.pdf



